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ARCHITECTURAL GENERAL NOTES
e e 1-HR FIRE RATED WALL
H CEILING ————— s - 2-HR FIRE RATED WALL UNLESS NOTED OTHERWISE. SEE FLOOR PLANS FOR DIMENSIONS.
2. IN ROOMS SCHEDULED AS EXPOSED CEILINGS. PAINT ALL STRUCTURAL STEEL WHITE IF INDICATED
EEEEE————— 3-HR FIRE RATED WALL ON' DRAWINGS.
GYPSUM BOARD 3. ALL HARDWARE. INCLUDING CLAMPS. BOLTS, NUTS. WASHERS. STRUTS. ANCHOR BOLTS. ANGLES.
PARTITION 2'X 2'LAY-IN ACOUSTICAL e — 4-HR FIRE RATED WALL ETC. USED TO SUPPORT OR INSTALL ANY EXTERIOR HANDRAIL. EQUIPMENT. PIPE. CONDUIT. BOX OR
- CEILING B OTHER DEVICE SHALL BE STAINLESS STEEL AISI 304, OR AISI 316 AT SEA COAST CONDITIONS.
oy - - - - SMOKE PARTITION 4. THE DESIGN OF THIS PROJECT S BASED UPON [NFORMATION PROVIDED BY FAA THROUGH EXISTING
PRECAST DRAWINGS. AS-BUILT DRAWINGS AND ON-SITE OBSERVATION. VERIFY ALL EXISTING DIMENSIONS
CONCRETE PATH OF TRAVEL AND CONDITIONS PRIOR TO COMMENCING WORK. IF EXISTING CONDITIONS ARE NOT AS DEPICTED
SUSPENDED GYPSUM — %' X" = TRAVEL DISTANCE) OR ANTICIPATED. NOTIFY FAA RE IMMEDIATELY UPON DISCOVERY AND DO NOT PROCEED WITHOUT
BOARD CEILING APPROVAL. IF CONTRACTOR PROCEEDS WITHOUT APPROVAL. THE CONTRACTOR ACCEPTS FULL
G LIABILITY FOR THAT PORTION OF THE CONSTRUCTION.
WINDOW NUMBER Eféﬁ¥'gﬁsﬂggK AS SHOWN 5. ANY ITEMS NOT BEING DEMOL ISHED ARE TO BE PROTECTED DURING CONSTRUCTION. IF DAMAGED OR
DESTROYED., REPLACE OR REPAIR THESE ITEMS WITH APPROVED ITEMS AT NO
EXPENSE TO FAA.
SUPPLY DIFFUSER
LALf LS EXISTING WORK 6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR RELOCATION OF EXISTING FURNITURE. LOCKERS AND
— TO BE REMOVED VENDING MACHINES AS REQUIRED TO COMPLETE THE WORK AS DESCRIBED I[N THE PACKAGE.
X1 COORDINATE THIS RELOCATION WITH RESIDENT ENGINEER.
| TYPICAL PARTITION TYPE
[EE] RETURN GRILLE NEW WORK AS SHOWN 7. THE CONTRACTOR SHALL MAINTAIN THE RESTROOM SERVICEABLE DURING ATCT WORKING HOURS.
® LOUVER NUMBER HEAVY SOLID LINE 8. REPAIRS TO FIRE-RATED GYPSUM BOARD. ASSEMBLIES SHALL BE MADE [N ACCORDANCE WITH METHODS
- DESCRIBED IN GYPSUM ASSOCIATION GA-225-08. MAINTAIN EXISTING FIRE RATED ASSEMBLY.
8'-6" AFF CEILING HT DESIGNATION
EXHAUST GRILL
_ FLOOR HATCH
- ® 2'X4" RECESSED FLUORESCENT LIGHTING FIXTURE
L STEEL LADDER
SUMP O 2'X2' RECESSED FLUORESCENT LIGHTING FIXTURE
E ] FLOOR MOUNTED O] 4" FLUORESCENT LIGHTING FIXTURE. SURFACE MOUNTED
/ SERVICE SINK
[O] 2' FLUORESCENT LIGHTING FIXTURE. SURFACE MOUNTED
o WALL MOUNTED
SERVICE SINK
_> —O— 4' FLUORESCENT STRIP FIXTURE
LAVATORY R FLUOR NT/INCAN NT HTING FIXTUR
O et T op O ECESSED FLUORESCENT/INCANDESCENT LIGHTING FIXTURE
® RECESSED FLUORESCENT. WALL WASHER LIGHTING FIXTURE
LAVATORY
D ) WALL MOUNTED
FO WALL-MOUNTED LIGHT FIXTURE
e URINAL
1G9 9 EXIT SIGN
_ COORDINATION WITH OTHER TRADES
Q o BLACKENED DOT [NDICATES FIXTURE WITH EMERGENCY BATTERY PACK 1. PROVIDE OFFSETS AND TRANSITIONS AS REQUIRED TO COORDINATE WITH OTHER TRADES.
WATER CLOSET
C 3. EQUIPMENT PADS: SEE MECHANICAL DETAILS FOR TYPICAL EQUIPMENT PADS.
() WATER CLOSET
WALL MOUNTED
SCALES SHOWN FOR 22" X 34" SHEET. ADJUST SCALES FOR OTHER SIZES. PAGE OF 63
— ELECTRIC WATER
COOLER
WALL RECESSED
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